
StreamNet™|ANTHOLOGY™
NS-ANTHOLOGY - Streaming Audio Server

PROFESSIONAL AND RESIDENTIAL AV OVER IP
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ANTHOLOGY is the ideal media server providing streaming audio 
services throughout your StreamNet system – the perfect source for 
any music lover. 

ANTHOLOGY simplifies access to music sources located randomly 
across a network by finding, indexing and playing music files.

PERFECT AUDIO 
STORED AND 
DIGITALLY 
STREAMED TO 
ANY ROOM

APPLICATIONS
 + Full integration with DigiLinX whole-
house AV system

 + Full integration with VIEW for 
commercial AV distribution system

 + Hospitality and entertainment venues

 + Houses of worship

ADVANTAGES
 + High-definition audio server with six simultaneous IP audio streams

 + One device for all your music collection

 + Browser-based configuration utility

 + All popular formats: Windows® Media, iTunes, AAC, MP3, FLAC, WAV, etc

 + 1 TB internal storage holds up to 200,000 songs

 + Content Scheduling: Pre-program and disseminate 24-hour scheduled 
content worldwide with a single command. Create and schedule multiple 
playlists for multiple locations.

 + Full integration with StreamNet System – StreamNet Connected™ devices

 + Media database manager

 + Remote access to content from web-enabled devices and computers

 + On-screen display with “Now Playing” information and photo slideshows

SUPPORTED APPLICATIONS

The Power of AV over IP™
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>    REAR VIEW

>     SPECIFICATIONS

© 2013 ClearOne. All rights reserved. Other product names may be trademarks of their respective owners. 
Information in this document subject to change without notice. 802-000-081-DS Rev 1.3 - May 2013

Local Audio

AV

Stream Music - Play music from shared network resources, 6 
independent streams of Audio 
Video Output - 1 DVI output for now playing and OSD (On-Screen 
Display)

Server

iTunes - Synchronized 
Windows Media Player - Synchronized 
CD RIP - Audio Sync 
Online data - Sync and Storage 
Browse - Music and control playback from browsers 
Multi-Sync - Multi-location Sync 
Slide Show - Photos in folder  
Pre Amp output - 1 preamp output for theater or MediLinX MLAV

Connections 

10/100/1000 Mbps Ethernet 
3x USB  
3.5mm Analog Audio Output  
VGA  
DVI-D  
Coaxial S/PDIF 
28V Phoenix-style power input

Operating Temperature
32º - 104º F (0º - 40º C)

Relative Humidity
0 to 90%

Total Design Power (TDP)
<15 W 

Dimensions (W x H x D)
17.32” x 1.73” x 8.66”  
(440mm x 44mm x 220mm)

Weight
7.73 lbs (3.5 kg)

Compliance
RoHS Compliant. WEEE, China RoHS, EU Reach, EIA 571

Part Number
NS-ANTHOLOGY: NetStreams part number
910-225-031: VIEW™ part number

>    SAMPLE SCREENS
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